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Watertight

24"

Polyethylene Risers

6"	high	poly	riser
PLO-000-232

3"

11"

31"
24"

19"
12"

transition risers:

Transition	Risers	have	been	developed	to	allow	older	
septic	tanks	to	convert	to	lightweight	durable	poly-
ethylene	risers	and	above	grade	covers.	The	concrete	
base	of	each	transition	riser	is	sealed	to	the	septic	
tank	lid	with	butyl	rubber	sealant.	Then	either	6"	or	
12"	risers	are	screwed	into	the	base	to	bring	the	poly	
covers	up	to	grade.

Cover Can Be Secured

Locate	the	“Secure	Here”	hole	on	the	
cover	 and	 install	 a	 tamper	 resistant	
screw	 through	 the	 lid	 and	 into	 the	
riser	below.

To	secure	with	a	padlock,	drill	a	larger	
hole	to	accomodate	the	lock.

Poly	insert	riser	
with	24"	concrete	
base	riser
CPO-000-002
Wt.	530	lbs.

Poly	insert	riser	
with	3"	concrete	
grade	ring
CPO-000-003
Wt.	243	lbs.

Poly	screw	on	
cover	with	gasket	
PLO-000-234

Poly	insert	riser	
with	12"	concrete	
base	riser
CPO-000-001	
Wt.	265	lbs.

24"	cover	with	
neoprene	gasket
PLO-000-234

12"	high	poly	riser
PLO-000-233

Insert	riser	cast	
into	tank	lid
PLO-000-232

Concrete	tank	lid




